SWIFT home liftSrepresents the future of stylish living,
allowing you to move smoothly and swiftly between '
floors in your home: Enjoy everyday luxury and the
highest level of safety for peace of mind.

SWIFTis specif@ally designed tointegrate seamlessly
into your home v'vﬁthout any of the complicated building
work required b}'{ traditional elevators.
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Whether it's a narrow hallway or a tight entrance, with our
180°-Swing-Open Doors, no space is too small.

SWIFT Prois our most advanced home lift, featuring a
premium design, a dynamic 15.4-inch touch display;and

various options for personalised settings. E=IIEET

SWIFT Pro is safe, smart and silent.
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Touch Display Functions
« Various modes to suit everyday needs.

* Floor lock torestrict access to certain
floors.

« Child lock to limit lift usage.

- Customisable settings for lift operation,
travel view, and lighting.

Carpets
Danish EGE Carpetsin ECONYL®.

Stitch Black | Standard

Linen Grey | Option

Denim Blue | Option Denim Stripe | Option

Stitch Green | Option

Technical Specifications

Floors: 2-6 floors Travel: 25010 15.000 mm
Speed: Max 0.3 m/s (possible to adjust by user)
Power: 230 V single-phase 6 A (8 A fuse)

Drive system: Patent pending screw and nut drive.

Installation: Recessed installation 50 mm (in line with the floor)
or on top of the floor witharamp.

Lift Parameters

*Recommended size
for the floor opening.
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Size: 830x600 mm
Rated load: 250kg/ 2 persons
Hole through floor* 940x1025 mm
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830x850 mm
250 kg / 3 persons
940x1275mm

Light

Carrier: White LED
Shaftand ceiling:
White or coloured LED.

Doors

» Double glass doors with
automatic openers/closers.

- Built-in obstacle detection.
- Stay-open function.
« Adjustable door speed.

 180° swing open feature for
tight spaces.

Handrail
Choose between a black or
white handrail.

Shaft and Lift Colour

Glass or metal panels.
Five colour options.

Traffic White | Standard
RAL 9016

Grey White | Option
RAL 9002

Anthracite Grey | Option
RAL 7016

Jet Black | Option
RAL 9005

Gold | Option
RAL 1036

Custom RAL | Option

830x1000 mm 830x1100 mm
250 kg/ 3 persons 250 kg / 3 persons
940x1425 mm 940x1525 mm

ArtWall
Choose from the following themes; new designs added regularly.

» Electric Opal

« Stockholm Grid
* INK

« Perching Bird

« Harmonised
Complexity

« Oriental
« Oriental Mosaic
« Birch

‘ * Bricks

= - Concrete

T « Sunflower
: - Waterfall
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12001000 mm 1400x1100 mm
400kg/5persons 400kg/ 5 persons
1310x1425 mm 1510x1525 mm



